LOUIS A. JOHNSON VA MEDICAL CENTER JULY 20, 2012

MEDICAL GAS UPGRADE 100% CONSTRUCTION DOCUMENTS

CLARKSBURG,W¥%6301 VA PROJECT NO.VA244-P-1491
ARRAY PROJECT NO. 3439.02

SECTION 09 30 13

CERAM C/ PORCELAI N TI LI NG

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. Thissectionspecifiesceramic,porcelaintile,wat erproofingmembranesfor
thin-set applications, tile backer board.

1.2 RELATED WORK

A. Sealing of joints where specified: Section 07 92 00 , JOINT SEALANTS.
B. Color,textureandpatternoffieldtileandtrims hapes,sizeoffieldtile,
trim shapes, and color of grout specified: to match existing.

1.3 SUBM TTALS

A. Submit in accordance with Section 01 33 23, SHOP DR AWINGS, PRODUCT DATA,
AND SAMPLES.
B. Samples:
1. Wall(orwainscot)tile,each color, size and patte rntomatch existing.
C. Product Data:
1. Ceramic and porcelain tile, marked to show each typ e, size, and shape
required.
2. Cementitious backer unit.
3. Elastomeric membrane and bond coat.
4. Leveling compound.
5. Latex-Portland cement mortar and grout.

6. Commercial Portland cement grout.
D. Certification:
1. Master grade, ANSI A137.1.

2. Manufacturer's certificates indicating that the fol lowing materials
comply with specification requirements:

Modified epoxy emulsion.

Commercial Portland cement grout.
Cementitious backer unit.

Elastomeric membrane and bond coat.

Latex-Portland cement mortar and grout.

-~ o a0 T ®

Leveling compound.

Organic adhesive.

Q
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1.4 DELI VERY AND STORAGE

A. Deliver materials in containers with labels legible and intact and
grade-seals unbroken.

B. Store material to prevent damage or contamination.

1.5 APPLI CABLE PUBLI CATI ONS

A. Publications listed below form a part of this speci fication to the extent
referenced. Publications are referenced intext by basic designation only.
B. American National Standards Institute (ANSI):

1. A108.1A-05 Installation of Ceramic Tile in the Wet- Set Method with
Portland Cement Mortar

2. A108.5-05 InstallationofCeramicTilewithDry-Set PortlandCement
Mortar or Latex-Portland Cement Mortar
A118.1-05 Dry-Set Portland Cement Mortar
A118.9-05 Cementitious Backer Units
A118.10-05 Load Bearing, Bonded, Waterproof Membran es for Thin-Set
Ceramic Tile and Dimension Stone Installation

6. A137.1-88 Ceramic Tile

C. American Society For Testing And Materials (ASTM):

1. C1028-07 Determiningthe StaticCoefficientofFri ctionofCeramic
Tile and Other Like Surfaces by the Horizontal Dyna mometer Pull Meter
Method

2. C1178/C1178M-06 Standard Specification for Coated G lass Mat

Water-Resistant Gypsum Backing Panel
D. Tile Council of America, Inc. (TCA):
1. 2007 Handbook for Ceramic Tile Installation

PART 2 - PRODUCTS

2.1 TILE
A. Comply with ANSI A137.1, Standard Grade, except as modified:
1. Inspection procedures listed under the Appendix of ANSI A137.1.

2. Abrasion Resistance Classification:
a. Tested in accordance with values listed in Table 1, ASTM C 1027.
b. Class IV, 6000 revolutions for remaining areas.

3. Donotusebackmountedtilesinshowersunlesscert ified by manufacturer
as noted in paragraph 1.3.D.

B. Trim Shapes:

1. Conform to applicable requirements of adjoining flo or and wall tile.
2. Use trim shapes sizes conforming to size of adjoini ng field wall tile
includingexistingspacestomatchexistingunless detailedorspecified

otherwisethe drawings.
3. Internal and External Corners:
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Square internal and external corner joints are not
External corners including edges: Use shapes to mat

Internal corners: Use shapes to match existing.

o o o p

Walltopedgeinternalcorners: Usespecialshapes
cove vertical joint with bullnose top edge to match

e. Provide cove and bullnose shapes as required to com
and to match existing.
CEMENTI TI QUS BACKER UNI TS
Use in showers or wet areas.
ANSI A118.9.
Use Cementitious backer units in maximum available

GLASS MAT WATER RESI STANT GYPSUM BACKER BOARD
ConfirmtoASTMC1178/C1178M,OptionalSystemforC

SETTI NG MATERI ALS OR BOND COATS
Conform to TCA Handbook for Ceramic Tile Installati
Latex-Portland Cement Mortar: ANSI A118.4.

1. Forwallapplications,providenon-sagging,latex-P
complying with ANSI A118.4.

2. PrepackagedDry-MortarMix:Factory-preparedmixtur
dry, redispersible, ethylene vinyl acetate additive
ingredients to which only water needs to be added a

Organic Adhesives: ANSI A136.1, Type 1.

GROUTI NG MATERI ALS
White Portland Cement Grout:
1. ANSI A118.6.

2. Useonepartwhite Portlandcementtoonepartwhit
30 screen.

3. Color additive not permitted.

PATCHI NG AND LEVELI NG COVMPOUND

Shall have minimum following physical properties:

1. Compressive strength - 25 MPa (3500 psig) per ASTM
2. Flexural strength - 7 MPa (1000 psig) per ASTM C348
3. Tensile strength - 600 psi per ANSI 118.7.

4. Density — 1.9.

Capable ofbeing appliedinlayersupto 38 mm (1-1
fillers and up to 100 mm (four inches) thick with f
to a feather edge, and being trowelled to a smooth
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C.

D.

2.7

A.

PART

Primers, fillers, and reinforcement as required by
application and substrate condition.

Ready for use in 48 hours after application.

WATER

Clean, potable and free from salts and other injuri
and grout materials.

CLEANI NG COVPOUNDS

Specifically designed for cleaning masonry and conc
prevent bond of subsequent tile setting materials i
leveling compounds and elastomeric waterproofing me

Materials containing acid or caustic material not a

3 - EXECUTI ON

ENVI RONVENTAL REQUI REMENTS

Maintain ambienttemperature of work areas at not|
degrees F), without interruption, for not less than
installation and not less than three days after ins

Maintain higher temperatures for a longer period of
manufacturer's recommendation and ANSI Specificatio

Do notinstalltile whenthe temperature isabove 3
F).

Do not install materials when the temperature of th
degrees C (60 degrees F).

Do not allow temperature to fall below 10 degrees C
fourth day of completion of tile work.
ALLOMBLE TOLERANCE

Variationinplaneofsub-floor,includingconcrete
and mortar beds:

1. Notmorethanlin500(1/4inchin10feet)fromr
Portland cement mortar setting bed is used.

2. Not more than 1 in 1000 (1/8 inch in 10 feet) where
cement, and latex-Portland cement mortar setting be
chemical-resistant bond coats are used.

Variation in Plane of Wall Surfaces:

1. Notmorethan1in400(1/4inchineightfeet)fro
Portland cement mortar setting bed is used.

2. Not more than 1 in 800 (1/8 inch in eight feet) whe
latex-Portland cement mortar or organic adhesive se
used.

SURFACE PREPARATI ON
Patching and Leveling:

1. Mix and apply patching and leveling compound in acc
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3.

.5

manufacturer's instructions.

2. Fillholesand cracks andalign concrete floorstha
plane with patching and leveling compound.

a. Thickness of compound as required to bring finish t
elevation shown.

b. Float finish.

c. At substrate expansion, isolation, and other moving
joint of same width to continue through underlaymen

3. Apply patching and leveling compound to concrete an
surfaces that are out of required plane.

4. Apply leveling coats of material compatible with wa
setting material to wall surfaces, other than concr
are out of required plane.

Walls:

1. Apply leveling coats of material compatible with wa
setting material to wall surfaces, other than concr
are out of required plane.

CEMENTI TI QUS BACKER UNI TS

Remove polyethylene wrapping from cementitious back
toallowfor air circulation. Allow moisture conten
down to a maximum of 35 percent before applying joi

Install in accordance with ANSI A108.11 except as s

Installunits horizontally or vertically to minimiz
overframingmembers. Unitswithrounded edges; fac
studs to form a V joint for joint treatment.

Secure cementitious backer units to each framing me
notmore than 200 mm (eightinches)on centerandn
inch) from the edge of the backer unit or as recomm
manufacturer. Install screws so that the screw head
surface of the backer unit.

Do not install joint treatment for seven days after
cementitious backer unit.

Joint Treatment:

1. Fill horizontal and vertical joints and corners wit
cement mortar. Apply fiberglass tape over joints an
with same mortar.

2. Leave 6 mm (1/4inch) space for sealantat lips of
plumbing receptors.

GLASS MAT WATER- RESI STANT GYPSUM BACKER BOARD

Install in accordance with manufacturer’s instructi
W245-01.

Treat joints with tape and latex-Portland cement mo
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3.6

CERAM C TI LE - GENERAL

Comply with ANSI A108 series of tile installation s
"Specifications for Installation of Ceramic Tile" a
installation.

Comply with TCA Installation Guidelines:

Setting Beds or Bond Coats:

1. Settile installed over gypsum board and gypsum pla
adhesive, ANSI A108.4, TCA System W242-02.

2. Settrim shapes in same material specified for sett

Workmanship:

1. Lay outtile work so that no tile less than one-hal
Make all cuts on the outer edge of the field.
2. Settilefirmlyin place withfinish surfacesintr

flush with adjacent tile unless shown otherwise.
3. Form intersections and returns accurately.

Cut and drill tile neatly without marring surface.
5. Cut edges of tile abutting penetrations, finish, or

a. Fittile closely around electrical outlets, piping,
fittings, so that plates, escutcheons, collars and
overlap cut edge of tile.

b. Sealtile joints water tight as specified in Sectio
SEALANTS, around electrical outlets, piping fixture
before cover plates and escutcheons are set in plac

6. Completedworkshallbefreefromhollowsoundinga

or defective tile.

Remove and reset tiles that are out of plane or mis

Walls:

a. Cover walls and patrtitions, including pilasters, fu
freestanding columns from floor to ceiling, or from
wainscot heights shown with tile.

b. Finish reveals of openings with tile, except where
materials are shown or specified.

c. Finish wall surfaces behind and at sides of casewor
except those units mounted in wall recesses, with s
scheduled for room proper.

9. Joints:

a. Keep alljoints in line, straight, level, perpendic
width unless shown otherwise.

b. Makejoints2mm(1/16inch)wideforglazedwallt
work.

10. BackButtering:Forinstallationsindicatedbelow,

mortar coverage by complying with applicable specia
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3.7

A.

3.8

A.

backbutteringoftileinreferencedANSIA108seri
standards:

a. Tile wall installations in wet areas.

b. Tile wall installations composed of tiles size to m
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esoftileinstallation

atch existing.

THI N SET CERAM C AND PORCELAI N Tl LE | NSTALLED W TH DRY- SET PORTLAND CEMENT
AND LATEX- PORTLAND CEMENT MORTAR

Installation of Tile: ANSI A108.5, except as specif

GROUTI NG

Grout Type and Location:

1. Grout for glazed wall and base tile, latex-Portlan
Workmanship:

1. Install and cure grout in accordance with the appli
2. Portland Cement grout: ANSI A108.10.

3. Epoxy Grout: ANSI A108.6.

4. Dry-set grout: ANSI A108.5.

MOVEMENT JO NTS

Preparetile expansion, isolation, constructionand
installation of sealant. Refer to Section 07 92 00,

TCA details EJ 171-02.

At expansion joints, rake out joint full depth of t
mortar bed. Do not cut waterproof or isolation memb

Rake out grout at joints between tile, at toe of ba
less than 6 mm (1/4 inch) deep.
CLEANI NG

Thoroughly sponge and wash tile. Polish glazed surf
cloths.

Methods and materials used shall not damage or impa
surfaces.

The use of acid or acid cleaners on glazed tile sur

Clean tile grouted with epoxy, furan and commercial
and tile set in elastomeric bond coat as recommende
of the grout and bond coat.
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